
turns).

+
- Cap (Typical

all  posts).
þÿ�l�o�n�g�i�t�u�d�i�n�a�l� � �r�a�i�l

2.875’’ O.D. post weighing

7.66 #/ft. (Typical).

Fabric to be

clear of top of wall.

þÿ ’’ +
-

& nut (typical).

ELEVATION

Single #9 gauge or double #13 gauge

tie wires @ 2’-0’’   c/c.Typical  each

1.66’’ O.D. longitudinal rail

weighing 3.00 #/ft. (Typical).

Single #9 gauge or double #13

gauge tie wires (see sheet 1 of 2

for exact location). Typical  each post.

þÿ�S�c�a�l�e�:�  &�’

þÿ ��’�’� �x� �1�’�’� �B�r

þÿ &�’�’� �x� �1 ��’�’� �

DATE:

STATE HIGHWAY ADMINISTRATION

DEPARTMENT OF TRANSPORTATION

STATE OF MARYLAND

STANDARD NO. SHEET OF

SHA FHWA

REVISIONS

APPROVAL

FHWA APPROVAL

DATE:

Stretcher Bar

Attachment

1
’-

0
’’

T
y

p
.

þÿ 0�’�’� �x� ���’�’

Bar

1’-0’’

Note:

For additional  details see Std. No.

BR-SS(3.04)-75-24.
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TYPE    CHAIN LINK SAFETY FENCE

RETAINING WALLS AND BOX CULVERTS

BR-SS(3.12)-96-318
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